- STRAATEHN

Manufacturer®s Name

Address

TRADE WAME

SYNORTMS

Material or Component 

.CAS No. Hazard Data

Petroleum 0Oils

Contains no other ingredients now known to be hazarddus as <'efined 1n\3 k4 ”/,‘g
L }’\\‘

I1linois Public Act 83.240, OSHA 29 CFR 1910.1200 (qt‘xbpart f), OSHA 29 1§” 6—-1200.9” ol

&zar@%ustubstances.
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Van Straaten 653

Flash Point] COC: 280°F = |Fire Point, 305°F

NA

Flammable Limits in Air % by Vol. L

Extinguishing Media: COZ,“foém,<dry*chéﬁfk‘“”

Special Fire LESERL el el TR
Fighting Procedures, ~Ireat-as-an-oll fire. -

Unusual Fire and
Fxplosion Hazard: HNone known.

V- HEALTH HAZARD INFORMATION

Health Hazard Data' Applies to»concentrate' -hazard potential reduces at use conc.

Routes of Exposure and Effects of Overexposure

Inhalation: TLV for prbdﬁé»’nof'esﬁéblished. Refer to Hazardous Materials List
for ingredient TLV's.

Skin Contact: Continued/contaqgﬁmayicause irritation.

Skin Absorption: Skin absorption is not -expected to occur.

Eye Contact: Will cause eye ifritation.

Ingestion: LD5p not established; do-not ingest.

Emergency and First Aid Procedures

Eyes: Flush with water for: S minutes; consult physician.

Skin: Wash with soap-and water. -

Inhalation: If irritation bceura,remove to fresh air area and avoid further

BOE-C6-0226576



Van Straaten 653 VI REACTIVITY DATA |

Conditions Contributing to Instability: Nonme. Stable under normal conditions.

Incompatability: Avoid contact with strong oxidizing agents and mineral acids.

Hazardous Decomposition Products: Complete combustion: HCl{g), and oxides of
carbon, sulfur, and nitrogen.

Conditions Contributing to
Hazardous Polymerization: Will not polymerize.

VII SPILL OR LEAK PROCEDURES

Steps To Be Taken If Material Is Released Or Spilled:

Small spills may be flushed into waste treatment systems with water. Pick up .
large spills with an oil absorbent.

Waste Disposal Method:

Non-biodegradable components of used emulsions must removed prior to disposal.
Acid-alum or alum—polymeric deemulsifiers may be used.

VIII SPECIAL PROTECTION INFORMATION

Ventilation Requirements: If misting occurs, provide local ventilation.

Specific Personal Protective Equipment

1If excessive misting occurs, or if associated
Respiratory (Specify in Detail) TLV is exceeded, provide NIOSH approved
. " respiratory equipment with TC~21C-140 cartridge
~combination. o

Eve Face shield or goggles.

Livves HNowe required,

Other Clothing And Equipment

None required.

BOE-C6-0226577



Van Straaten 653 IX SPECIAL PRECAUTIONS

Precautionary Statements

Lol DO NOT ADD NITRITES TO .
THIS METALWORKING FLUID

Other Handling and
Storage Requirements

Wash contaminated clothing before use.

Bring products to room temperature before use.
Keep drums closed when not in use.

Avoid contact with eyes.

Avoid breathing mists,

Do not take internally.
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